
Balloon Stuffer A095, Parts And Setup
Balloon Attachment Lip: This is where the giant balloon is placed.

Adjustable Clamp: Allows to
tighten the tool and adjust it
depending on the surface on which
it’s placed.

Closing Valve: Stops air from getting out
of the giant balloon.

Entrance #1: this end gets connected directly to the electric
inflator  or to the air injector.(**)

Entrance #2: this end gets connected directly to the 
electric inflator  or to the air injector.(**)

Air Tube: Allows air to flow from the 
electric inflator to the air injector.

Air Injector: Used to inflate both the giant balloon
and the balloons that are inserted whithin it.

Air Inlet: Gets connected to
entrance #1 or #2 and allows 
air to flow.  

Closing Seal: Stops the leakage of air from the 
giant balloon while others are beeing inserted.
Furthermore, it is used as a hook to hold the balloon that’s
beeing inflated by it’s neck.   

(**)=Electric Inflator 
not included in the package.
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Step 1: Place the instrument on a flat surface and tighten the clamp
until the grip is firm.

Step 2: Connect the two ends of the air tube,
one will go to the outflow of the electric inflator
and the other on the air injector.

The inflator shown in the figure is a model with
timer, we recommend using this model
compared to others, to make the work quicker
and more accurate.

The electric inflator is not included in the package.



Balloon Stuffer A095, How To Use

Step 1: Place the giant balloon on the hooking section (as shown in the image).
to allow a firm engagement we suggest to roll up the neck of the balloon,
this will increase the thickness of the spout.

The recommended balloon size for this type of work is 18 Inches but larger sizes can
be used.

Step 2: Inflate the balloon until it reaches the desired size.

Step 3: Choose the balloons to insert and make sure that the spout exceeds
the closing seal ( ) .green box

The recommended balloon size for this type of work is 5 Inches but larger sizes can
be used.

Step 4: Insert the balloon through the opening and begin to inflate. If necessary, tighten
with your fingers the neck of the balloon to prevent any loss of air.

For this work you can use any electric inflator but we recommend the
model equipped with a timer, which allows you to inflate all the balloons in the same way.
Also remember that the inflator is not included in the package.

Step 5: Once you reach the right size, pull the neck of the balloon backwards, this will prevent 
the loss of air through the opening and will facilitate the closure of the balloon itself.

Step 6: Close the balloon with a knot and let it slip inside.

Repeat all steps until the giant balloon is full.

Watch the video on the product page to see trhis tool in action.
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